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PM 622 - N. B. Rainer 
D. A. Full 

FIBRILLAR CARBONIZED SMOKING ARTICLE 

Modified smoking product with gas-permeable central core of a carbonized 
material surrounded by tobacco shreds. Low TPM. 


PM 636 - A. Lendvay 3-26-74 

FILLING POWER INCREASE OF SMOKING MATERIAL 

Filling power of leaf is increased by applying aqueous aluminum' sulfate or 
closely related salt without detriment to smoke acceptability. 

Draft disclosure sent to inventor in December, 1974. More information re¬ 
quested. Nearing completion. 


PM 653 - G. Keritsis 11-4-74 

EXTRUSION OF SMOKING MATERIALS 

Any of a wide variety of extrusion or other forming techniques presently in 
use with resins can be used to form sheet or fibrous products from synthetic 
smoking materials based on resins. 

Examples and more information requested from inventor. 

PM 677 - 0. F. Licis 4-23-75 

W. K. Stephens, Jr. 

METHOD OF EXPANDING TOBACCO BY USE OF MICROWAVES 
Expansion of tobacco by microwave treatment in a fluidized bed. 

Very little information available. Propose abandonment. 


Source: https://www.industrydocuments.ucsf.edu/docs/ngcjOOOO 
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PM 678 - 0. F. Licfs 4-29-75 

W. K. Stephens, Jr. 

METHOD OF IMPROVING THE FILLING POWER OF TOBACCO 

Tobacco in filler form is suspended in a fluidized bed so that all particles 
are separated for expansion. 

Very little information available. Propose abandonment. 

PM 686 - R. Thatcher 7-10-75 

CIGARETTE PACKAGE RIPPER 

Fan-type impeller opens packages; unopened ones recycled. 

Holding for further development. 


PM 692 - G. Patron 8-15-75 

VIBRATING CASCADED CONVEYOR 

Provides improved control and enclosure of casing system. 
Awaiting more information. 


PM 694 - T. V. Van Auken 9-16-76 

H. J. Grubbs 
W. R. Johnson, Jr. 

OLEFIN- AND DIENE-RELEASE COMPOUNDS 

Carbonates which release potential flavorants on pyrolysis. 
Transmittal to attorneys awaits policy decisions. 


PM 698 - G. Keritsis 9-30-75 

A SMOKABLE PRODUCT BASED ON HEAT-TREATED CARBOHYDRATES AND METHOD OF MAKING IT 

Cellulose or its derivatives or plant material is thermally degraded to a 
weight loss of 10-90% and cast from a slurry with additives or added to a 
paper. 

Disclosure near completion. 
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f*M 701 - R. C. Donoff 10-6-75 

A. R. Pasquine 
H. J. Snow 
6. W. B. Taylor 

LOOSE END DETECTION DEVICE 

This device fo r simultaneous probing of all cigarets in a pack is very close 
to prior art. Development is continuing, to avoid possible infringement of 
an existing patent, and we will hold disclosure. 


PM 702 - W. R. Johnson, Jr. 10-15-75 

J. I. Seeman 

THE DECOMPOSITION VIA THE SMOKING PROCESS OF NICOTINE CARBOXYLIC ACIDS TO RE¬ 
LEASE NICOTINE AND CARBON DIOXIDE 

Holding for more information. 


PM 703 - J. I. Seeman 10-15-75 

THE DECOMPOSITION VIA THE SMOKING PROCESS OF NICOTINE AND OLEFINS OR DIENES 
OR ALCOHOLS FROM NICOTINE TO RELEASE NICOTINE AND A SPECIFICALLY CHOSEN OLE¬ 
FIN OR ALCOHOL 

Disclosure being prepared. 


PM 704 - G. F. Kite 10-16-75 

STABILIZATION OF DRY ICE EXPANDED TOBACCO 

Before equilibrating (reordering) the product is freeze-dried. 

Search completed. More information expected. Disclosure in preparation. 

PM 705 - W. A. Geiszler, Jr. 10-22-75 

W. G. Houck, Jr. 

CIGARET WITH CONTROLLED FLAVOR DELIVERY 

Flavor such as menthol tied up (encapsulation or activated carbon) and pi 
at a specific location in the rod for release by smoking. 

Search completed. More information expected. 
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PM, 706 - W. E. Claflin 10-23-75 

L. F. Filosa 

FILTER SYSTEM WITH CONTROLLED DRAW AND DILUTION CHARACTERISTICS 

A ventilated cigaret Is compensated for low RTD by a high RTD, low efficiency 
filter. 

Search completed. Awaiting examples and information. 


PM 707 -W. G. Houck, Ur. --10-29-75--— 

F. E. Resnik 
R. N. Thomson 

A CIGARET PRODUCT WITH POROUS TIPPING 

Ventilation at the filter is achieved with porous tipping paper and perfor¬ 
ated plug wrap or no plug wrap. 

Search completed.- Close prior-art. -Further U. S., international searches 
instituted. Strong interest. 


PM 708 - M. F. Kelley, Jr.: 11-3-75 

FOAMED CELLULOSE ACETATE FIBERS, ROD OR GRANULES FOR INCREASED FILTER EFFI¬ 
CIENCY. 

Information scant. Disclosure in preparation. 


PM 711 - W. A. Geiszler, Jr. 11-7-75 

W. C. Hopkins 

DIAMMONIUM: PHOSPHATE ADDED TO TOBACCO FILLER TO RETARD CIGARET BURN RATE 
Priority case. More information expected. 

PM 712 - F. L. Daylor 11-7-75 

D. K. Keel 
H. L. Speilberg 

FLAVOR IMPROVEMENT OF RECONSTITUTED TOBACCO PRODUCTS 
Spray DAP on RL sheet or apply in recombine liquor. 

Priority case. More information expected. 
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PM 714 - W. A. Nichols 11-13-75 

J. M. Washington 

IMPROVED ROD TRANSPORT MECHANISM FOR EXTRUSION 

More uniform, slip-free take-off of extruded filter rod at high speed Is ac¬ 
complished by use of garniture tape. There is close prior art. Experimen¬ 
tation. to avoid possible infringement of existing patent continues. 

-Information expected on new construction.--- - 


PM 715 - A. S. Gergely 11-19-75 

G. L. Mathe 

EXTRUDED PLUG-SPACE-PLUG CIGARET FILTERS AND METHOD FOR PRODUCTION OF SAME 
Awaiting design changes to insure operability. 


PM 716 - T. S. Laszlo 12-16-75 

INSTRUMENT AND METHOD FOR THE MEASUREMENT OF MOISTURE IN' TOBACCO LEAF PACK¬ 
AGES 

Air within tobacco mass is sampled, moisture measured (as by IR adsorption), 
result converted to tobacco moisture. 


PM 717 - W. F. Mutter 12-17-75 

— F. M. Watson III - — - - 

DIGITAL CIRCUMFERENCE GAUGE 

Standard; rod circumference gauge supplied with air at 20 psi, transducer 
measurement of pressure drop fed to computer. 

Disclosure being prepared. 

PM 718 - A. S. Gergely 12-29-75 

IMPACTION OR BUFFER TYPE FILTER AND METHOD OF PRODUCING SAME 

Extruded tube is given impact filter pattern while warm, by forming wheels. 

Disclosure being prepared. 



Source: https://www.industrydocuments.ucsf.edu/docs/ngcjOOOO 
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PM 719 - R. K. Greene 2-6-76 

POST TREATMENT OF HUMIC ACID-COATED ClCARET PAPER 

The elevated delivery of CO by these papers is counteracted by application, of 
magnesium sulfate. Spotting tendency is also reduced. 


PM 720 - W. A. Geiszler, Jr. 2-6-76 

TIPPING PAPER WITH PATTERNED PERFORATIONS___„ . _ _ 

Filter ventilation is achieved with porous plug wrap or equivalent, covered 
by tipping paper with relatively large holes punched out. 


PM 722 - J. M. Washington 3-16-76 

SYSTEM FOR PRODUCING AND FILLING CAVITIES IN A FILTER PLUG FOR CIGARETS 

Filter two undergoes periodic stretching to form thin spots or pockets to re¬ 
ceive granular material from pockets in a rotating wheel. The stretching is 
accomplished by passing the two over two counter-rotating cams. 


PM 723 - J. Namesny 3-16-76 

J. M. Washington 

HOT MELT ADHESIVE APPLICATION SYSTEM 

Adhesive melt is printed on continuous stock such as paper by an engraved 
wheel. A clean pattern is assured by a destringing device: a shaft or pin 
spinning on its axis to catch the threads of adhesive. 
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J. S. OSDENE 
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